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We "LAUREL" THINK
PROGRESS IS FOREVER!

Incorporating the most sophisticated
technology and the h ighest
standards of quality from 50 years
experience, "LAUREL" has launched
the New Mi l lenn ium Fr ic t ion 
Currency Counter Model J-750. Light,
compact and silent it successfully
combines user-fr iendly functions
with cost effective performance.

Doubles Detection Level Preset Display

Count Display Ten Keys

Function Keys

Highlights of Features

Specifications
Dimensions 282mm（W）× 233mm（D）×190mm（H）
Weight Approx. 6.5 kg

Counting Speed（per minute) 850 / 1250 / 1500 notes

Hopper Capacity Up to Approx. 300 notes

Stacker Capacity Up to Approx. 200 notes

Note Size Range Max. 100mm × 185mm / Min. 50mm × 100mm

Note Thickness Range 0.08mm to 0.15mm

Preset Ten keys

Size Check Detection Width

Counterfeit Detection Ultra-Violet

Voltage 100 / 240V（AC）± 10％
Frequencies 50 - 60Hz ± 3％
Power Consumption 50W ± 15％ at Counting / 10W at Rest

Options Customer Display and RS-232C Serial Interface link
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Variable Speeds

Maintenance Mode

Width Size Check Detection

Ultra-Violet Detection

ISO 9001
J-750 has been manufactured
at the factory which meets the
ISO 9001 Quality Systems
requirement.

After Sales Service
A worldwide network of "LAUREL"
authorized distributors assures
you of high level of support and
after sales service.

All data contained in this leaflet are subject to change without notice.


